
CONTRAST PHOTOELECTRIC SENSOR 

TL50-W-815 = Contrast sensor 8mm. basic vertical spot RGB Emission npn/pnp out - M12 

954651000 

 

 

CABLES 

CS-A1-02-B-NC = M12 4-p axial PG 

G5085002 

CS-A1-02-G-03 = M12 4-p axial 3m 

95A251380 

CS-A1-02-G-05 = M12 4-p axial 5m 

95A251270 

CS-A1-02-G-10 = M12 4-p axial 10m 

95A251390 

CS-A1-02-O-05 = M12 4-p axial 5m CEI 2034-01 

95A251710 

CS-A1-02-O-10 = M12 4-p axial 10m CEI 2034-01 

95A251090 

CS-A1-02-R-02 = M12 4-p axial 2m PUR 

95A251540 

CS-A1-02-R-05 = M12 4-p axial 5m PUR 

95A251560 

CS-A1-02-U-03 = M12 4-p axial 3m UL 2464 

95ASE1120 

CS-A1-02-U-05 = M12 4-p axial 5m UL 2464 

95ASE1130 

CS-A1-02-U-10 = M12 4-p axial 10m UL 2464 

95ASE1140 

CS-A1-02-U-15 = M12 4-p axial 15m UL 2464 

95ASE1150 

CS-A1-02-U-25 = M12 4-p axial 25m UL 2464 

95ASE1160 

CS-A2-02-B-NC = M12 4-p radial PG 

G5085003 

CS-A2-02-G-03 = M12 4-p radial 3m 

95A251360 

CS-A2-02-G-05 = M12 4-p radial 5m 

95A251240 

CS-A2-02-G-10 = M12 4-p radial 10m 



95A251260 

CS-A2-02-O-05 = M12 4-p radial 5m CEI 2034-01 

95A251690 

CS-A2-02-O-10 = M12 4-p radial 10m CEI 2034-01 

95A251700 

CS-A2-02-R-02 = M12 4-p radial 2m PUR 

95A251550 

CS-A2-02-R-05 = M12 4-p radial 5m PUR 

95A251570 

CS-A2-12-G-03 = M12 4-p radial 3m LED 

95A251400 

CS-A2-12-G-05 = M12 4-p radial 5m LED 

95A251350 

CS-A2-12-G-10 = M12 4-p radial 10m LED 

95A251370 

 

 

OPTIC LENS/SLIT 

LENS Hi-Resolution = Lens HI-RES glass 

95ACC1050 

LENS No. 18 = Lens No.18 glass 

95ACC2680 

LENS No. 22 = Lens No.22 glass 

95ACC1100 

LENS No. 28 = Lens No.28 glass 

890000194 

LENS No. 40 = Lens No.40-60 glass 

95ACC2740 

LENS No. 50 = Lens No.50 BOC-511 

S73030511 

LENS No. 9 = Lens No.9 glass 

95ACC2670 

LENS No. 9 PMMA = Lens No.9 PMMA 

95ACC2540 

 


